
NASA Technical Memorandum_ 10_76 .....

_- : Thermal Performa_nceof a Liquid Hydrogen
Tank Multilayer Insulation System at Warm
Boundary TemperatureS Of 630, 530
and I52 °R

Robert J. Stochl and _chard H._Kn_oll

Lewis Research Center

Cleveland, Ohio

.......... }" (NASA-TM-I04476) THERMAL pERFORMANCE OF A

LIQUID HYOROGFN TANK MULTILAYER INSULATION

SYSTEM AT WARM ?OUNOARY TEMPERATURES OF 630,

! 5_O, AND 152 R (NASA) 21 p CSCL 22B

..... -- i

N91-25159

unclas

G3/15 0021396

Prepared for the

27th Joint Propulsion Conference

cosponsored by the AIAA, SAE, ASME, and ASEE

"- SEcramerit-_, Cali_ri_a_T_e--74--27,199I -_ 7- .......

NASA



:7-Z --- _ ,,f



THERMAL PERFORMANCE OF A LIQUID HYDROGEN TANK MULTILAYER INSULATION SYSTEM

AT WARM BOUNDARY TEMPERATURES OF 630, 530 AND 152 OR

Robert J. Stochl and Richard H. Knoll

National Aeronautics and Space Administration

Lewis Research Center

Cleveland, Ohio 44135

eo

04

eo

_D

l

W

Abstract

This report presents the results of

an investigation conducted to obtain

experimental heat transfer data on a

liquid hydrogen tank insulated with 34

layers of MLI for warm side boundary tem-

peratures of 630, 530, and 150 °R. The

MLI system consisted of two blankets,

each blanket made up of alternate layers

of double silk net (16 layers) and

double-aluminized Mylar radiation shields

(15 layers) contained between two cover

sheets of Dacron-scrim-reinforced Mylar.

The insulation system was designed for

and installed on a 87.6-in.-diameter

liquid hydrogen tank. Nominal layer

density of the insulation blankets is

45 layers/in. The insulation system con-

tained penetrations for structural sup-

port, plumbing and electrical wiring that

would be representative of a cryogenic

spacecraft. The total steady state heat

transfer rates into the test tank for

shroud temperatures of 630, 530, and

152 °R were 164.4, 95.8, and 15.9 BTU/hr

respectively. The noninsulation heat

leaks into the tank (12 fiberglass sup-

port struts, tank plumbing, and instru-

mentation lines) represent between 13 to

17 percent of the total heat input. The

net heat transfer through the MLI is

0.94, 0.53, and 0.09 BTU/hr-ft 2 for the

630, 530, and 152 °R shroud temperatures.

These heat input values would translate

to liquid hydrogen losses of 2.3, 1.3,

and 0.2 percent/day, with the tank held

at atmospheric pressure.

Introduction

The storage of cryogenic propellants

for future space exploration missions

will require lightweight high performance

thermal protection systems. The type of

thermal protection system used will be

mission dependent but in most cases will

require some type of multilayer insula-

tion (MLI) containing between 50 and 200

layers. A preliminary review of the cur-

rent MLI database for MLI technology

indicates that thermal performance data

is not available for the external bound-

ary temperatures these systems would

encounter during the various proposed

mission scenarios. Studies have shown

(Ref. i) that lunar surface temperatures

can range between 180 and 630 °R. Most

of the experimental performance data

available for MLI systems (i.e., Refs. 2

to 4) is concentrated around warm bound-

ary temperatures of 530 °R.

The purpose of this report is to

present the results of an investigation

conducted at the NASA Lewis Research Cen-

ter to obtain experimental heat transfer

data on a test tank insulated with MLI,

in a vacuum environment, at warm boundary

temperatures of 630, 530, and 150 °R.

The MLI system consists of two blankets,

each blanket made up of alternate layers

of double silk net (16 layers) and

double-aluminlzed Mylar radiation shields

(15 layers) contained between two cover

sheets of Dacron-scrim-reinforced Mylar.

The insulation system was designed for

and installed on a 87.6-in.-diameter liq-

uid hydrogen tank. The insulation system

was modularized to facilitate removal

and/or replacement of insulation ele-

ments. Nominal layer density of the

insulation blankets is 45 layers/in. The

test tank was supported by low conducting

fiberglass supports. The insulation sys-

tem contained penetrations for these sup-

ports in addition to penetrations for

plumbing and electrical wiring. The com-

plete system closely represented a

flightweight thermal protection system

that could be representative of a cryo-

genic spacecraft.



This tank and insulation system were
previously tested in 1974 (Ref. 5) under
conditions simulating both a near Earth
orbit environment (hot side boundary of
530 °R) and a deep-space environment with

payload-to-sun orientation. The deep-

space tests involved holding the simula-

ted payload at 530 °R while the remaining

environment was held at 40 °R. These

tests demonstrated that liquid hydrogen

could be stored, nonvented, for periods

exceeding 120 days during interplanetary

transfer with sun orientation. The

530 OR warm boundary test reported herein

is a repeat of the near earth tests

reported in Ref. 5 to determine any insu-

lation degradation over 17 years.

Experimental Apparatus

Facility

All tests were conducted inside a

25-ft.-diameter spherical vacuum chamber

in order to minimize heat transfer by

gaseous conduction and convection. The

vacuum capability of this chamber was

approximately 8XI0 -7 torr.

A general schematic of the facility,

test tank and associated equipment is

shown in Fig. I. The insulated test tank

was placed inside a cylindrical shroud

13 ft in diameter and 13 ft long as shown

in Fig. 2. The shroud was capable of

either being cooled by flowing liquid

nitrogen through the 1-in. diameter tubes

welded to the outside surface, or heated

by resistance heaters that were bonded to

the surface between the tubes. All

plumbing and instrumentation lines that

enter or are attached to the test tank

pass through a liquid hydrogen cold guard

mounted off the shroud (Fig. 2). This

minimized the solid conduction heat input

into the test tank from these sources.

The pressures inside the test tank

and cold guard were controlled by sepa-

rate closed-loop systems capable of main-

taining each pressure within ±0.02 psia.

The pressures inside the test tank and

cold guard were maintained at 17.00 and

17.50 psia respectively. The cold guard

was maintained at a higher pressure (with

its resulting higher saturation tempera-

ture) to prevent the vaporized gas flow

from the test tank being condensed as it

passed through the cold guard.

The total heat transfer into the

test tank was determined from one of four

volume flow-meters measuring the gas

boil-off flow rate. The steady-state

heat transfer rate was directly propor-

tional to the gas flow rate since the

pressure was held constant (within

±0.02 psia). The flow capacity of the

four flow-meters were i0, i00, 300, and

1500 standard cubic feet of gaseous hy-

drogen per hour.

Test Configuration

The test tank, multilayer insulation

system and instrumentation used for this

test program, described in detail in

Ref. 5, is summarized here.

Test tank. The liquid hydrogen test

tank shown in Fig. 3 was fabricated by

joining two halves of a 1.2/1.0 oblate

spheroid by a 1.5-in. cylindrical sec-

tion. The major and minor diameters of

the oblate spheroid are 87.6 and 73.0 in.

respectively. The internal tank volume

is 175 ft 3. The tank is constructed of

2219-t62 aluminum with a design working

pressure of 80 psid. Both the upper and

lower shells of the tank were chemically

milled to a membrane thickness of between

0.077 and 0.087 in. The weld lands were

0.180 in. thick. The tank was supported

by 12 fiberglass struts attached to brac-

kets welded to lands on the lower half of

the tank.

Insulation system. The basic insula-

tion system shown in Fig. 4 consisted of

two blankets. Each blanket contained 15

double-aluminlzed Mylar radiation shields

alternately spaced between 16 double lay-

ers of silk net spacers with two outer

structural cover sheets of reinforced

double-aluminized Mylar (Schjeldahl

X-850). The original design data for

these materials are listed in Table i.

The blankets were held together with



nylon button-pins and retainers (Fig. 5)
located on 8-in. centers. These button-
pins and retainers were cemented to the
cover sheets to provide a positive means
of layer density control for the insula-
tion. The nominal insulation density,
based on the button-pin-to-retainer
dimension was 45 layers/in.

Each blanket consisted of six, 60° ,

gore panel sections with 3 ° extensions on

the inner and outer cover sheets on

opposing edges to prevent direct radia-

tion penetration at the seams. A contin'

uous velcro-hook tape was cemented to the

surfaces of the cover sheet extensions

that faced the tank. Mating intermittent

velcro-pile tape was cemented to the

outward-facing surfaces of the cover

sheets and to the tank itself. The

details of the gore panel insulation are

shown in Fig. 6. The outer blanket gore

panel was off-set from the inner blanket

by 6 ° . This offset butt joint was

designed primarily to minimize seam heat

leak. The off-set was achieved by shift-

ing'the location of the grommets in each

blanket by 6 ° . The grommets (six per

panel) slipped over nylon positioning

pins that were adhesively bonded to the

tank surface. The insulated tank is

shown in Fig. 7. The only difference

between this tank and the one tested in

Ref. 5 is the absence of a beta-cloth

meteoroid shield and additional plumbing

which had been added to support a no-vent

fill technology test program.

Instrumentation. Instrumentation was

provided for measuring the temperature of

the insulation and shroud, temperature at

various locations on the test hardware,

pressures inside the test tank and cold

guard, pressure in the vacuum chamber and

the volume flow rate of the boil-off gas.

Thermocouples, platinum resistance

temperature sensors (PRTS) and silicon

diodes (SD) comprised the temperature

transducers on the test configuration.

All thermocouples on or within the insu-

lation and on the fiberglass struts were

10-mil diameter Chromel-Constantan

(Cr-Cn). Each Cr-Cn measurement channel

had an uncertainty of ±7.0 °R at liquid

hydrogen temperature. This uncertainty

improved to ±i.0 °R at room temperature.

The use of PRTS were confined to the tank

wall, several locations on the fiberglass

struts, mid-structure, and cryoshroud.

The uncertainty of the PRTS ranged from

±0.4 to ±3.0 °R depending of their span

range. Silicon diodes were used for

measuring the temperature distribution in

the additional fill lines and penetra-

tions that were added to the tank, gas

and liquid temperatures inside the tank,

tank wall temperatures and temperatures

at four locations radially through the

insulation. The uncertainty of the SD's

was estimated to be ±0.5 °R at liquid

hydrogen temperature and ±2.0 °R at room

temperature.

Test tank, cold-guard, and line

pressures were measured with bonded

strain-gage transducers which had an

uncertainty of ±0.25 percent of full

scale.

The evaporation rate from the test

tank was metered by one of a series of

four volume flowmeters. These meters had

full scale ranges of i0, I00, 300, and

1500 standard cubic feet of gaseous

hydrogen per hour with an uncertainty of

±0.5 percent of full scale.

All measurements were recorded by

the NASA Lewis ESCORT-D (see Ref. 6 for

details) mini-computer based system. The

data was recorded once every 30 min. dur-

ing the tests.

Procedure

In a typical experimental run, the

vacuum chamber was evacuated to approxi-

mately ixl0 -5 torr and held at that level

for at least 8 hr in order to evacuate

the interstitial gases from the multi-

layer insulation. The tank and the cold

guard were then filled with liquid hydro-

gen against a controlled back pressure.

The test tank was filled to approximately

the 95 percent full level. The cold



guard was filled until its vent line tem-
perature indicated 37 @R. After the tank
and cold guard temperatures stabilized,
the tank and cold guard were vented to
their normal operating pressures. This
procedure served to ensure that the tanks
contained saturated liquid. The tank and
cold guard pressures were then controlled
to 17.00±0.02 and 17.50±0.02 psia,
respectively. The cold guard was con-
trolled at a slightly higher pressure to
prevent the boil-off flow from condensing
in the vent line as it passed through the
cold guard. The shroud temperature was
then established by either cooling with
liquid nitrogen or heating via heater
strips mounted between the coolant tubes.
The shroud temperatures were maintained
to within ±2.0 @Rof the desired set
point by a closed-loop temperature con-
trol system.

Insulation temperatures and boil-off
flow were monitored until steady-state
thermal conditions were established.
Steady state was defined to occur when
temperatures through the insulation and
boil-off flow rate did not vary by more
than the error band of the measuring sys-
tem based on a minimumof six consecutive
readings spaced approximately 0.5 hr
apart.

Data Analysis

Steady-state heat transfer through

the MLI system consists of a combination

of radiation and conduction. The basic

procedure used in this report is to sub-

tract all known solid conduction heat

flows from the heat equivalent of the

boil-off values. The solid conduction

contribution being the sum of: (i) Heat

added by conduction down the 12 fiber-

glass struts, (2) By conduction through

service lines and tubes connected to the

test tank, and (3) By conduction through

instrumentation and control wiring.

Qinsulatlon " Qboil-off

- Qsolid eonduetlon - Au
(i)

where Qi-mulation is the total heat flow
through t_e insulation system including

heat conduction through the nylon posi-

tioning pins, any increased heat transfer

through the blankets due to strut pene-

tration and any heat transfer due to the

presence of seams and, AU is the change

in system energy (ullage, tank wall, liq-

uid and insulation). For the tests

results reported herein the change in

system energy was below our level of

detection and, hence, was considered to

be zero for all steady-state conditions.

The Qboil-off was evaluated from the
relation,

Qholl -off " VboP.tp hfg (2 )

where

V
bo

volume flow rate (standard cubic

feet of gaseous hydrogen per hour)

Pstp hydrogen density at standard con-

ditions = 0.005211b/ft S

hfg latent heat of evaporation BTU/Ib

(function of tank pressure)

Solid conduction heat inputs were

evaluated using the Fourier heat transfer

equation

Q,olld conduction - A/Ifk(T)dT (3)

where

1 distance between temperature sensors

on the conduction heat path

A cross-sectional area of conduction

path

Results and Discussion

The steady state heat transfer rates

into the test tank for the three shroud

temperatures are tabulated in Table 2.

The data obtained in Ref. 2 is also



included for comparison purposes. The
total heat transfer rate (as determined
from the boil-off volume flow measure-
ments) into the tank ranges from
15.9 BTU/hr for the 152 OR shroud temper-

ature to 164.6 BTU/hr for the 630 °R

shroud. The total heat transfer at

530 °R is about 25 percent greater for

this test than was reported in Ref. 5.

However, a portion (5.6 BTU/hr) of this

increase is the result of additional heat

conductive paths that were not present in

Ref. 2. As mentioned earlier, this tank

was also used for other technology test-

ing which had additional instrumentation

and plumbing requirements which could not

be removed for these tests. Some of

these plumbing penetrations can be seen

at the top of the tank in Fig. 7. The

heat transfer through these conductive

paths are given in Table 2, and as noted,

a portion of the increased heat transfer

for these tests can be attributed to the

increased instrumentation and plumbing

conductive heat leaks. The net heat

transfer through the insulation appears

to be about 13 percent higher than that

measured previously of the 530 OR warm

boundary temperature. This amounts to a

insulation degradation of less than

1 percent per year. The heat flux, in

terms of BTU/hr-ft 2, is plotted in Fig. 8

for the three shroud temperatures. The

heat fluxes shown would translate to liq-

uid hydrogen losses of 0.2, 1.3, and

2.3 percent/day, with the tank maintained

at atmospheric pressure, and subjected to

boundary temperatures of 152, 530, and

630 °R respectively.

The steady state temperature pro-

files through the insulation are shown in

Fig. 9. The temperature data shown are

the inner (shield No. i) and outer

(shield No. 17) sheets of the inner blan-

ket and the inner (shield No. 18) and

outer (shield No. 34) sheets of the outer

blanket. Shield No. 1 is the Schjeldahl

X-850 cover sheet nearest the tank wall

and shield No. 34 is the cover sheet fac-

ing the shroud surface. There are three

basic modes of heat transfer through MLI

systems: (i) radiation, (2) solid con-

duction, and (3) gaseous conduction. The

shield temperatures for the 630 and

530 °R shroud boundary temperatures are

very close to a radiation type profile

indicating that the dominant mode of heat

transfer is radiation. However, at the

lower 152 °R shroud case, the temperature

profile is linear indicating that conduc-

tion has become the dominant mode of heat

transfer. The temperatures for the 530

°R case are slightly higher than those

reported in Ref. 5 for the same shroud

boundary temperature.

The remaining Figs. i0 to 18, show

the transient heat transfer and insula-

tion temperature data from the start of

the tests through to the point where

steady state conditions were established.

The total heat input rate into the test

tank, as determined from the volume flow-

rate, for the 530 °R shroud boundary tem-

perature is shown as a function of time

in Fig. i0. The test starts with the

filling of the test tank and cold-guard

with liquid hydrogen against a controlled

back pressure. During this fill process,

which lasted approximately 1 hr, the test

tank is vented to atmosphere without

measurement of the outflow rate. Once

filled the tank and cold-guard pressures

were slowly decreased to their respective

operating pressures. A time history of

the tank and cold-guard pressures are

shown in Fig. II. Notice that the cold-

guard had to be refilled approximately

21 hr into the test. Once the test tank

reached its operating pressure

(17.0 psia) the boil-off flow was

diverted through the volume flow meters.

From this flow the heat input was deter-

mined. During the initial phase of this

test several processes are occurring.

The test tank wall and inner layers of

insulation are being cooled by the fill-

ing of the tank with liquid hydrogen. As

the insulation temperatures decrease the

heat input into the tank decreases. The

initial decrease in indicated heat flux

is magnified by the fact that a large

portion of the initial heat input goes

into raising the bulk liquid temperature

to the saturation temperature correspond-

ing to the tank pressure. The heating of

the bulk liquid to the saturation point



is shown in Fig. 12. As the liquid
approaches the saturation point a larger
portion of the heat input goes into the
evaporation of liquid, which results in
an increase in the indicated heat input
shownin Fig. i0. Whenthe liquid is
saturated all the heat input into the
tank goes into evaporation of the liquid.
At this point the total heat input is
determined by the temperature profiles
through the various conductive paths and
through the insulation. The temperature
history through the insulation is shown
in Fig. 13. Steady state temperatures
and therefore steady state heat input was
reached in approximately 50 hr. No£ethe
drop in £he temperature of shie!d No. i.

This drop_ in temperature, occurring when

the cold-guard was refilled, was also

reported in Ref. 2 and was attributed to

a temporary increase in local pressure

from a hydrogen leak during the fill

period.

Figures 14 to 16 show the total heat

transfer, insulation temperature, and

shroud temperature histories leading to

steady state conditions for a steady

state shroud boundary temperature of

630 OR. Here again the data begins with

the filling of the test tank and cold-

guard. The shroud was maintained at

530 OR for about ii hr into the test

(Fig. 16) before a facility problem could

be corrected. Then the shroud tempera-

ture was raised to 630 °R. The total

indicated heat input into the tank is

shown to decrease in Fig. 14, once the

volume flow starts to be recorded. There

is then a rapid increase in the heat

input when the shroud temperature was

increased. The rate of increase then

begins to level off as the bulk liquid

reaches the saturation condition. The

heat input then is dependent upon the

increasing temperatures through the insu-

lation as shown in Fig. 15. Again there

is the drop in the temperature of the

inner sheet (shield No. i) when the cold-

guard is filled.

The total heat transfer and insula-

tion temperature histories with the

shroud boundary of 152 °R are shown in

Figs. 17 and 18 respectively. The same

heat transfer trend is evident during the

530 °R shroud test as the insulation tem-

peratures decrease to their steady state

value. The only deviation in trends for

this test is that the temperature of the

inner sheet does not decrease when the

cold guard was filled (the cold guard was

filled approximately 16 hr into the test

and again at the 54 hr). Conduction is

the dominant mode of heat transfer at

these low shield temperatures. As a

result the increased gaseous conduction

because of the increased pressure at the

tank wall (From the leak) does not influ-

ence the shie_id_e_perature.

Summar? of Results

This report presents the results of

an investigation conducted to obtain

experimental heat transfer data on an

multilayer insulation for hot side bound-

ary temperatures of 630, 530, and 150 °R.

The multilayer insulation system consis-

ted of two blankets, each blanket made up

of alternate layers of double silk net

(16 layers) and double-aluminized Mylar

radiation shields (15 layers) contained

between two cover sheets of Dacron-scrim-

reinforced Mylar. The insulation system

was designed for and installed on a

87.6-in-diameter liquid hydrogen tank.

The total steady state heat transfer

rates into the test tank for shroud tem-

peratures of 630, 530, and 152 oR were

164.4, 95.8, and 15.9 BTU/hr respec-

tively. The noninsulation heat leaks

into the tank (12 fiberglass support

struts, tank plumbing, and instrumenta-

tion lines) represent between 13 to

17 percent of the total heat input. The

net heat transfer through the multilayer

insulation is 0.94, 0.53, and

0.09 BTU/hr-ft 2 for the 630, 530, and

152 °R shroud temperatures. These heat

input values would translate to liquid

hydrogen losses of 2.3, 1.3, and

0.2 percent/day, with the tank held at

atmospheric pressure.

The total heat transfer at 530 °R is

about 25 percent greater for this test



than was reported in Ref. 5. There is a
13 percent degradation in the MLI perfor-
mance,which averages out to less than
1 percent/year.
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TABLE i. - DESIGN DATA FOR MLI BLANKET MATERIALS

Item

Radiation

shield

Shield spacer

Material

0.0064-mm [i/4-mil)

double-aluminized Mylar

2

4.7X7.1 mesh pe_ cm

(12X18 mesh/in.--) silk net of

thickness _0.010 cm (_0.004 in.)

Blanket cover SchJeldahl x-850, which is a

sheet laminate of

(a) 0.0064-mm (I/4-mil)

single-alumlnized Mylar

(b) Dacron scrim

(c) 0.013-mm (I/2-mil)

single-aluminlzed Mylar

aper single layer.

Room-temperature

emissivity

<0.04 on both sides

_0.05 on both sides

_0.05 on aluminized

surface

_0.05 on aluminized

surface

Unit weight

@/cm 2

0.000884

_0.000732 a

0.0078

.000884

.0020

.00177

Ib/ft 2

0.00181

_0.0015 a

0.016

.00181

.00419

.00362



TABLE 2. - SUMMARY OF HEAT TRANSFER RESULTS

Shroud temperatures oR

This

[e_0 rt

530 630

From

TN D-8282

Chamber vacuum - torr

152

4.0x10 -6 1.7x10 -5 4.0xi0 -6 2.0x10 -5

Steady state heat transfer rate

Measured total heat input, 95.8 15.9

BTU/hr

Nonlnsulation heat transfer,

BTU/hr

* Support struts

* Plumbing/ducts

* Electrical wires

* Sum

6.8

7.8

2.1

16.7

Heat transfer through 79.1

insulation, BTU/hr

0.527

76.9 164.6

6.8 9.6

3.0 10.9

1.3 3.0

11.1 23.5

Insulatlo_ heat flux,
BTU/hr-ft

65.8 141.1 13.9

0.439 0.941 0.093

0.5

1.3

0.2

2.0
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Figure 2. - Shroud mounted inside chamber
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Figure 3. - Liquid hydrogen test tank
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Figure 4. - Basic concept of multilayer insulation
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F]gure 7. - Insulated test tank
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Figure 13. - Insulation temperature history during the test with the 530 degree R shroud

2OO

'-r

160

120

8O

40

0 20 30 40 50 60 70

Z
10

Time, hrs.

Flgure 14. - Measured heat Inpul Into the tank over the test duration with the shroud at 630 degrees R.

17



8OO

er

i

6OO

4OO

2OO

0
0

J _, - shield #34

-* shield #18

.e - shield #17

- shield #1

10 20 30 40 50 60

Time, hrs.

Rgure 15. - Insulation temperature history during the test wlth the 830 degree R. shroud

70

650

6O0

IT

J
550

5OO

--• -- side-top

bottom

top

10 20 30 4O 50 60

Time, hrs.

Rgum 16. - Shroud temperature history simulating the 630 degree R. environment

7O

18



2OO

16O

_m 120

80

4O

20 40 60 80

Time, hrs.

100

Figure 17. - Measured heat input Into the tank over the test duration with the shroud at 152 degrees R

¢.
400

2O0

0
0

• Shield #34

• Shield #18

s, Shield #17

-. Shield #1

........ ' ........... _: ........................... IIIIII ......................................

20 40 60 80

Time, hrs

Figure 18. - Insulation temperature history during the test with the 152 degree shroud

IOO

19



N/ A
Report Documentation Page

Adminlstr sfl,m'l

1. Report No. NASA TM- 104476 12. Govemmant Accession No. 3. Redpient's Catalog No.

IA]AA-91-2400

5. Report Date4. TdJe and Subtitle

Thermal Performance of a Liquid Hydrogen Tank Multilayer Insulation System
at Warm Boundary Temperatures of 630, 530 and 152 °R

7. Author(s)

Robert J. Stochl and Richard H. Knoll

9. Performing Organization Name and Address

National Aeronautics and Space Administration
Lewis Research Center

Cleveland, Ohio 44135 - 3191

12. Sponsoring Agency Name and Address

National Aeronautics and Space Administration

Washington, D.C. 20546-0001

6. Performing Organization Code

8. Performing Organization Report No.

E-6323

10. Work Unit No.

593-21

11. Contract or Grant No.

13. Type of Report and Period Covered

Technical Memorandum

14. Sponsoring Agency Code

15. Supplementary Notes

Prepared for the 27th Joint Propulsion Conference cosponsored by AIAA, SAE, ASME, and ASEE, Sacramento,
California, June 24-27, 1991. Responsible person, Robert J. Stochl, (216) 433-5403.

16. Abstract

This report presents the results of an investigation conducted to obtain experimental heat transfer data on a liquid hydrogen

tank insulated with 34 layers of MLI for warm side boundary temperatures of 630, 530, and 150 *R. The MLI system
consisted of two blankets, each blanket made up of alternate layers of double silk net (16 layers) and double-aluminized
Mylar radiation shields (15 layers) contained between two cover sheets of Dacron-scrim-reinforced Mylar. The insulation

system was designed for and installed on a 87.6-in.-diameter liquid hydrogen tank. Nominal layer density of the insulation
blankets is 45layers/in. The insulation system contained penetrations for structural support, plumbing and electrical wiring

that would be representative of a cryogenic spacecraft. The total steady state heat transfer rates into the test tank for shroud

temperatures of 630, 530, and 152 °R were 164.4, 95.8, and 15.9 BTU/hr respectively. The noninsulation heat leaks into
the tank (12 fiberglass support struts, tank plumbing, and instrumentation lines) represent between 13 to 17 percent of the

total heat input. The net heat transfer through the MLI is 0.94, 0.53, and 0.09 BTU/hr-ft _ for the 630, 530, and 152 °R

shroud temperatures. These heat input values would translate to liquid hydrogen losses of 2.3, 1.3, and 0.2 percent/day,
with the tank held at atmospheric pressure.

17. Key Words (Suggested by Author(s))

Cryogenics
Insulation

Multilayer insulation

18. Distribution Statement

Unclassified - Unlimited

Subject Categories 15 and 18

19. Security Classif. (of the report) 20. Security Classif. (of this page) 21. No. of pages

Unclassified Unclassified 20

NASAFORM11126OCT88 *For sale bythe NationalTechnicalInformationService,Springfield,Virginia 22161

22. Price"

A03


